
	

Fitting Instructions For MAZDA Seat Occupancy Mat Emulator 

    
 

      Any problems with your order? Would be appreciated if 
contact us by eBay message, email or phone instead of opening eBay or 
Paypal case and we’ll be happy to help! 

Replacements-Returns: please contact us by eBay message or email. 
 

 

	

	

	

	

	

Thank you for choosing SRSDRIVE 
 

PART 1 Seat Mat Emulator is designed to bypass faulty seat 
occupancy mat only, which occupies the seat by simulating a 
pasenger and reactivates airbag system allowing airbag light to reset.  
 
Safety Warning: with emulator installed child seat should never be 
fitted in the front passenger seat. 
 
Issues with your order? Would be appreciated if won’t open 
eBay or Paypal case/request, instead contact us by ebay 
message or phone & we’ll be happy to help. 
 

 

 
 

                       Malfunctioned SEAT OCCUPANCY SENSOR FLASHES AIRBAG CODES: 44, 45, 47, 48, 49. 
                       How to check flashing code? Turn on ignition, airbag light will start flashing Example: sequence 4 blinks pause 7 blinks = code 47 

 
INSTALLATION INSTRUCTIONS 

 

1) With ignition off move the passenger seat all the way up. 
2) Under the passenger seat locate white/grey seat occupancy mat plug/connector with three wires: red, white and brown as in picture 

below. This plug is located at the front under the seat. 
NOTE: Often customers confuse this plug with other two yellow and white plugs located at the back of the seat so please make sure 
to check the front of the seat. Sometimes seat mat plug might be hidden inside the vertical and horizontal seat cushions.  

 

 

 

 

 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

3) Disconnect original seat mat plug. Make sure that 3 switches on emulator are set as: 1,3 ON/UP & 2 OFF/DOWN then connect our 
emulator. Blue LED light on our emulator should start flickering. Place the module under the seat in secure place. 

4) Turn ON ignition and the airbag light should reset automatically within 1 min. If it doesn’t then it must be reset with diagnostics software 
in garage. In rare cases Mazda garage diagnostics might be needed. 
 
 

 

PART 1. Seat Occupancy Mat emulator for Airbag Light. 

      
 

 
• If lights do not reset with diagnostics, 

check for unrelated faults. If there are 
other unrelated faults than the seat mat fault, contact 
certified mechanic to sort it out first. 
 

• If there is no LED on emulator when it’s connected, then 
check the fuses and clean seat mat plug connections. 
 

• If lights/errors return after days or weeks, then clean all 
connections under the seat and check for damaged 
wires/plugs. Overtime, oxidation is causing connections to 
lose conductivity, and such is enough to trigger fault code. 

	

Troubleshooting NOTICE 

5 Star Feedback is very important to us! 

26 Oakfield Close 
Buncrana 
Co. Donegal 
F93 E4P8 
Ireland 
 

Contact us by eBay or email: 
sales@srsdrive.com 
Sales & customer support hours: 
Monday - Friday 9.00 – 17.00 
Saturdays 10.00 – 2.00                                  
+44(0)7783725020  +353(0)838478878        
Seat Occupancy Mat Bypass Emulators: www.srsdrive.com 
TPMS – Tire Pressure Sensors Bypass: www.tpmsbypass.com 
 


