
 
 
 

1. Ignition must remain off throughout the installation. Refer to the back of the 
page and set emulator switches as per compatibility table. Move the seat all the 
way up to gain the best access. 
2. Under the seat at the front or back depending on model locate usually 
yellow/black colour main connector. Look for smaller yellow plug with white, red 
and brown wires. Connector can be unclipped to gain better access.  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
NOTE: If other colours are present then check the other side of the connector. 
Mercedes until around 2010 future white, red, brown seat occupancy mat wires 
but for some variants wires might be: black, brown, blue. 
 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

3. Disconnect original seat mat plug. For Emulators with plug just connect it, for 
Emulators without plugs, mount this original plug on our seat mat emulator wires in 
the same wire order as it was originally connected. 
To remove plug, terminal clips should be pushed in slightly while gently pulling the 
wire for easy removal. Reconnect the plug now with the seat mat emulator 
attached to the original socket. For Emulators with LED it should be flashing 
constantly. 

NOTE: If there is no yellow plug like for A W168 and some older variants then seat 
mat wires has to be cut and spliced/soldered with our emulator wires. 
For variants with black, brown, blue wires replac wires in order: black with red, 
brown with brown, blue with white. 

4. Once all is connected turn on the ignition and wait approximately 1 min. Look at 
the instrument cluster, SRS light comes on and then goes off. For most variants, it 
clears automatically but for others, faults reset with proper diagnostics will be 
necessary. 

NOTE: If Airbag/Seatbelt light(s) won’t reset with diagnostics then contact us by 
eBay or email and let us know what fault codes it threw when trying to reset. 

 

	

	

	

	

	

	

	 	

	

	

	

	

	

	

	

	 	 	

	 	

	

	

	

	

	 	

 
 
 

For cars with Safety Belt warning light/chime 
 

1. Ignition must remain off throughout the installation. 
Under the seat locate Blue & Yellow seat belt wires 
connected to the yellow main wiring harness.  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
2. Disconnect yellow & blue wire plug. Wiring harness 
can be unclipped to gain better access. For Bypass 
with plug just connect it, for Bypass without plug 
mount this original plug on our seat belt bypass device. 
To remove plug, terminal clips should be pushed in 
slightly while gently pulling the wire for easy removal. 
3. Reconnect the plug now with the seat belt bypass 
attached to the original socket. 
4. Proceed with STEP 4 In part 1. 
NOTE: Do not confuse it with the belt tensioner wires! 

 
 
 
 
 
 

 

•    If issue persists please check that dip switches are 
set correctly as per compatibility table as below. 
•    If SRS/Airbag light is still lit after installation then 
check other diagnostics faults. Emulator can’t bypass 
unrelated faults such as those affecting ignition circuit, 
belt tensioner driver, airbag stage, etc. If other fault 
codes persist then take your car to the mechanic. 
•    If LED on emulator not flickering when device is 
connected, check the fuse and recheck connections 
to make surer that all are connected properly. 
•    If SRS/Airbag light return after some time of error-
free use then cleans all connections under the 
passenger and driver seats using a contact cleaner. 
Over time, oxidation causes connections to loose 
conductivity causing low or band signal which is 
enough to trigger a fault code - airbag light. 

PART 1. Seat Mat Bypass Installation 

Troubleshooting 

                     Customer satisfaction is our priority. If you are happy with our feedback 
or write a short 5-STAR product review and we’ll do the same. 
Any problems with your order? Would be appreciated if contact us by eBay 
message, email or phone and we’ll be happy to help! 

	

Thank you for choosing SRSDRIVE  
 
Seat occupancy mat emulator as in PART 1 is compatible with Mercedes vehicles 
with 3-Wire Seat Occupancy Mats Only and is designed to simulate the passenger 
in the seat. Belt simulator as in PART 2, is for bypassing seat belt warning light/alarm.  
NOTE: With Seat Emulator installed do not fit a child seat to the front passenger seat 

NOTICE 

PART 2. Seat Belt Light/Chime Bypass Installation 

Mercedes Benz Seat Occupancy Mat Bypass Installation Instructions (EU-US) 

26 Oakfield Close 
Buncrana 
Co. Donegal 
F93 E4P8 
Ireland 

Contact us by eBay Message or Phone 
+44(0)7783725020  +353(0)838478878 
Customer support hours: Monday - Friday 9.00 – 17.00   

 

All trademarks are the property of their respective owners. 

           THANK YOU! 
	



	

	

	

	

	

	

	

	

	

	

	

	

	

	 	 	

 

Compatibility For EU and US Spec Mercedes.  

 

DIP SWITCH A-Class B-Class C-Class CL-Class CLK-Class CLS-Class E-Class G-Class 
 

1,3 set to 
ON/UP 

 

 
A W168 

1997-2004 

  
C W202 

1997-2001 

  
CLK W208 
1997-2003 

 
 

 
E W210 

1995-1999 

 

 
2,3 set to 
ON/UP 

 
A W169 

2004-2012 

 
B W245 

2004-2011 

 
C W203 

2001-2007 

 
CL W215 

1996-2006 

 
CLK W209 
2002-2009 

 
CLS W219 

2004 – 2010 

E W210 
2000-2003 

E W211 
2002-2005 

 

 
G W463 

2002-2010 

 
 

   
 

     

DIP SWITCH GL-Class ML-Class R-Class S-Class SL-Class SLK-Class Vaneo Vito  Viano 
 

1,3 set to 
ON/UP 

 
 

 
ML W163 

1997 - 2005 

  
S W220 

1998 – 2002 

  
SLK R170 

1996-2004 

  
W638  
1995-2003 
 

 
2,3 set to 
ON/UP 

 

 
GL X164 

2006-2011 

 
ML W164 
2005-2011 

 
R W251 

2006-2013 

S W220 
2002 - 2005 

S W221 
2006 - 2009 

 

 
SL R230 

2001-2012 

 
SLK R171 

2004-2011 

 
W414 
2002-2005 

 
W639  
2003-2014 

NOTE: If dip switches combination as per this table does not work then please try: switch 1 ON & 2,3 OFF or 2 ON & 1,3 OFF. 
This table is a guide only and because of a different variation worldwide it may not work for all models as listed above. 
 


