
 

         
               
 
 

 
 

Customer satisfaction is our priority. If you are happy with our                     
product and service, please leave us a positive 5-star rating feedback 
and we’ll do the same. Any problems with your order? Would be 
appreciated if contact us by eBay message, email or phone instead of 
opening eBay or Paypal case and we’ll be happy to help! 

 

Replacements-Returns: please contact us by eBay message or email. 
 

 

 

SUZUKI US Seat Mat Emulator Installation  

Thank you for choosing SRSDRIVE 
PART 1 Seat Mat Emulator is designed to bypass faulty seat occupancy 
Mat/Detector. 
PART 2 Seat Belt device is to bypass warning Light/Alarm which occurs 
after installing PART 1. NOTE that this is not a reset tool and after installing 
both devices airbag and (or) seat belt lights usually be ON so reset with 
diagnostics may be necessary. 
Safety Warning: with emulator installed child seat should never be fitted in 
the front passenger seat. 

 
   

1. Turn the ignition off. 
2. Under the passenger side seat, find a white 3-pin mat plug with 3 wires: white, red and brown. The connector has been 
marked in the pictures below. 

 
 
 
 
 
 
 
 
 
 

 

 

 

3. Disconnect this plug and connect the emulator plug instead. 

 

 

 

 

 

 

 

 
4. If your car is equipped with seat belt buckle sensor, after connecting the seat mat emulator a car computer will always "see" 
the seat as occupied and will ask to fasten seat belt (seat belt warning light/sound appears). to bypass it you need to connect 
the seat belt bypass, which is included with the seat mat emulator. The seat belt buckle wires are marked with orange colour. 
In different vehicles, this connection may look different so before connecting make sure that this is seat belt buckle 
connection. Please remember to connect it to the car's side and not to the seat belt buckle side. 
5. After the installation, it is usually needed to reset the fault code using a proper diagnostic software. 

Installation instructions for SUZUKI US - Vitara, Grand Vitara, SX4 

• If lights do not reset with diagnostics, 
check for unrelated faults. If there are 
other unrelated faults than the seat mat fault, contact 
certified mechanic to sort it out first. 

• If lights does not reset, then check the fuses and clean the 
seat occupancy mat plug and connections. 

• If lights/errors return after days or weeks, then clean all 
connections under the seat and check for damaged 
wires/plugs. Overtime oxidation is causing connections to 
lose conductivity. 

 
 

Troubleshooting 

 

Notice 

 

• All trademarks are the property of their respective owners. 

26 Oakfield Close 
Buncrana 
Co. Donegal 
F93 E4P8 
Ireland 
Contact us by eBay or email: 
sales@srsdrive.com 
Sales & customer support hours: 
Monday - Friday 9.00 – 17.00       
Saturdays 10.00 – 2.00                   
+44(0)7783725020  +353(0)83847887  
For Seat Mat Emulators visit:     www.srsdrive.com 
For TPMS-Tyre Sensors Bypass:  www.tpmsbypass.com 
 
 

   

 
 


